
  

Tempshield® Bubble Foil 

 

Key Benefits  

 Clean, Lightweight, Easy To Install 
 Class A / Class 1 Fire Rating 
 High Thermal R-Values 
 Saves Energy and Money 
 Wide Range of Uses 

Tempshield also provides these important benefits 

 Non‐toxic/Non‐carcinogenic 
 Easy to handle 
 Installation requires no special tools or clothing 
 Does not promote the growth of fungi or bacteria 
 Provides no nest support for rodent or insect pests 
 Requires no maintenance 

 

 

 

 

 

 



Typical Thermal Values for Tempshield Double Bubble Foil 

   Heat Flow Direction 

   Up  Down  Horizontal 

R‐Value  8.6  15.4  10 

U‐value  0.172  0.07  0.133 

           

R‐values calculated on a typical wall cavity system including 3/4 
inche interior and exterior plywood, studs on 24‐inch centers, 
and naturally occuring air films.  The R‐values observed are 

highly dependant on method of installation. 

 

Product Specifications 

Product Description 
Two layers of 1/8" barrier bubble film laminated between two layers of 

reflective metalized film 

Contact Temperature Range ‐60°F to 180°F (‐51°C to 82°C)

Thickness  1/8 inch nominal

Water Vapor Transmission  .02 perms ASTM E96

Puncture Resistance  60 lbs/in 

Pliability  No Cracking

Linear Shrinkage  None 

Mold and Mildew  No Growth

Flame Spread  0 ASTM E84‐08

Smoke Development  40 ASTM E84‐08

Fire Rating  Class A/Class 1

 

 


